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5/8" TYPE "X" GYPSUM WALL
BOARD

GALVANIZED METAL STUDS, AS
SCHEDULED

CONTINUOUS
CAULK (ALL SIDES)

PAINTED HOLLOW
METAL FRAME

DOOR AS SCHEDULED

FILL FRAME WITH INSULATION
RECOMMENDATIONS

ALUMINUM DOOR SOUND STOP
WITH NEOPRENE GASKET

5/8" TYPE "X" GYPSUM WALL BOARD

3" MIN.  SOUNDATTENUATION
 INSULATION IN STUD
CAVITY

SEE PLAN 5/8" TYPE "X" GYPSUM WALL
BOARD

PROVIDE GALVANIZED METAL
STUD HEADER ACROSS
OPENING

CONTINUOUS
CAULK (ALL SIDES)

PAINTED HOLLOW
METAL FRAME

DOOR AS SCHEDULED

5/8" TYPE "X" GYPSUM
WALL BOARD

3" MIN. SOUND ATTENUATION
INSULATION IN STUD CAVITY

SOUND ATTENUATION
INSULATION - FILL CAVITY
COMPLETELY
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4 X4 X 16 SILL SMOOTH FACE CMU

5/8" GYPSUM WALL BOARD, TYP

CONTINUOUS SEALANT

PT SHIM AS REQUIRED

SELF-ADHERED MEMBRANE FLASHING,
TURN INTO OPENING

CONTINUOUS SEALANT

GALV. METAL MESH TIES @ 16" O.C.
BRICK VENEER

AIR SPACE

R-10 RIGID INSULATION
FLUID-APPLIED AIR MOISTURE

BARRIER
EXTERIOR SHEATHING

SPRAY FOAM INSULATION

4 X 8 X 16 SMOOTH  FACE CMU

R-10 RIGID INSULATION

PRE-FINISHED METAL SILL FLASHING, TURN
UP BEHIND FRAME AND SIDES OF FRAME
& SEAL INSIDE CORNERS, SET IN
CONTINUOUS SEALANT BED

PRE-FINISHED STOREFRONT WINDOW SYSTEM

BACKER ROD AND SEALANT

SPRAY FOAM INSULATION

FLUID-APPLIED AIR MOISTURE BARRIER
EXTERIOR SHEATHING

6" GALVANIZED METAL FRAMING

AIR SPACE

PT SHIM AS REQUIRED

SELF-ADHERED MEMBRANE FLASHING,
TURN INTO OPENING

SOLID SURFACE SILL W/ EASED EDGE

SELF-ADHERED MEMBRANE FLASHING

5/8" GYPSUM WALL BOARD

CONTINUOUS SEALANT

BRICK VENEER

MORTAR MESH

R-10 RIGID INSULATION

CONTINUOUS THRU-WALL FLASHING W/
WEEP HOLES @ 24" O.C. TURN UP WALL
MINIMUM AND FASTEN TOP EDGE WITH
TERMINATION BAR - PROVIDE CONTINUOUS
MASTIC AT TERMINATION BAR.  EXTEND 8"
BEYOND JAMB EA. SIDE AND PROVIDE END
DAMS

GALVANIZED STEEL ANGLE, PAINTED, SEE
STRUCTURAL

PRE-FINISHED STOREFRONT WINDOW SYSTEM

BACKER ROD AND SEALANT

AIR SPACE

FLUID-APPLIED AIR MOISTURE BARRIER

GALVANIZED METAL STUD HEADER
AND TRACK, SEE STRUCTURAL

SPRAY FOAM INSULATION

5/8" GYPSUM WALL BOARD

6" GALVANIZED METAL STUD
FRAMING

 CONTINUOUS SEALANT

PT SHIM AS REQUIRED

SELF-ADHERED MEMBRANE FLASHING,
TURN INTO OPENING

EXTERIOR SHEATHING

WEEPS 3 PER WINDOW

JAMB
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BRICK VENEER

MORTAR MESH

R-10 RIGID INSULATION

CONTINUOUS THRU-WALL FLASHING W/
WEEP HOLES @ 24" O.C. TURN UP WALL
MINIMUM 8" AND FASTEN TOP EDGE WITH
TERMINATION BAR - PROVIDE CONTINUOUS
MASTIC AT TERMINATION BAR.  EXTEND 8"
BEYOND JAMB EA. SIDE AND PROVIDE END
DAMS

GALVANIZED STEEL ANGLE, PAINTED -
SEE STRUCTURAL

CONTINUOUS SEALANT

AIR SPACE

FLUID-APPLIED AIR/MOISTURE BARRIER

GALVANIZED METAL STUD HEADER
AND TRACK, SEE STRUCTURAL

SPRAY FOAM INSULATION

5/8" GYPSUM WALL BOARD

6" GALVANIZED METAL STUD
FRAMING

 CONTINUOUS SEALANT

PT SHIM AS REQUIRED

SELF-ADHERED MEMBRANE FLASHING,
TURN INTO OPENING

EXTERIOR SHEATHING

HOLLOW METAL DOOR FRAME, PAINTED

DOOR AS SCHEDULED

5/8" GYPSUM WALL BOARD, TYP

6"GALVANIZED METAL STUD  FRAMING

CONTINUOUS SEALANT

PT SHIM AS REQUIRED

SELF-ADHERED MEMBRANE FLASHING,
TURN INTO OPENING

DOOR AS SCHEDULED

CONTINUOUS SEALANT

BRICK VENEER

GALV. METAL MESH TIES @ 16" O.C.
BRICK VENEER

AIR SPACE

R-10 RIGID INSULATION

FLUID-APPLIED AIR MOISTURE
BARRIER

EXTERIOR SHEATHING

JAMB ANCHOR - 3 PER SIDE
(MINIMUM)
HOLLOW METAL FRAME, PAINTED

SPRAY FOAM INSULATION
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FURRING CHANNELS

S
E

E
 P

LA
N

5/8" TYPE "X" GYPSUM WALL
BOARD

GALVANIZED METAL STUDS, AS
SCHEDULED

CONTINUOUS
CAULK (ALL SIDES)

PAINTED HOLLOW
METAL FRAME

DOOR AS SCHEDULED

ALUMINUM DOOR SOUND STOP
WITH NEOPRENE GASKET

5/8" TYPE "X" GYPSUM WALL BOARD

3" MIN. SOUND
ATTENUATION INSULATION
 IN STUD CAVITY

SEE PLAN 5/8" TYPE "X" GYPSUM WALL
BOARD

PROVIDE GALVANIZED METAL
STUD HEADER ACROSS
OPENING

CONTINUOUS
CAULK (ALL SIDES)

PAINTED HOLLOW
METAL FRAME

DOOR AS SCHEDULED

FILL FRAME WITH INSULATION
RECOMMENDATIONS

ALUMINUM DOOR SOUND STOP WITH
NEOPRENE GASKET

5/8" TYPE "X" GYPSUM
WALL BOARD

 SOUND ATTENUATION
INSULATION - FILL CAVITY
COMPLETELY
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1.5" METAL FURRING
CHANNELS @ 16" 0.C.

FLUID-APPLIED AIR MOISTURE BARRIER

SPRAY FOAM
INSULATION

ALUM. FLASHING

METAL WALL END TRIM

6" METAL STUDS

1 1/2" METAL  FURRING -
CONTINUOUS AROUND OPENING

1 1/2" METAL  FURRING -
CONTINUOUS AROUND OPENING

5/8" GYPSUM WALL BOARD, TYP

GALVANIZED METAL STUD  JAMB,
SEE STRUCTURAL

CONTINUOUS SEALANT

PT SHIM AS REQUIRED

SELF-ADHERED MEMBRANE FLASHING,
TURN INTO OPENING

CONTINUOUS SEALANT

FLUID-APPLIED AIR MOISTURE
BARRIER

EXTERIOR SHEATHING

SPRAY FOAM INSULATION

PRE-FINISHED METAL SILL FLASHING, TURN
UP BEHIND FRAME AND SIDES OF FRAME
& SEAL INSIDE CORNERS, SET IN
CONTINUOUS SEALANT BED

PRE-FINISHED ALUM.WINDOW SYSTEM

BACKER ROD AND SEALANT
PT SHIM AS REQUIRED

SELF-ADHERED MEMBRANE FLASHING,
TURN INTO OPENING

SELF-ADHERED MEMBRANE FLASHING

PRE-FINISHED STOREFRONT
WINDOW SYSTEM

BACKER ROD AND SEALANT

FLUID-APPLIED AIR MOISTURE BARRIER
GALVANIZED METAL STUD HEADER

AND TRACK, SEE STRUCTURAL

SPRAY FOAM INSULATION

5/8" GYPSUM WALL BOARD

6" GALVANIZED METAL STUD
FRAMING

 CONTINUOUS SEALANT

PT SHIM AS REQUIRED

SELF-ADHERED MEMBRANE FLASHING,
TURN INTO OPENING

EXTERIOR SHEATHING
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